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JACKSON

22 cm, 8 1/2"

24-8001-22

22 cm, 8 1/2"

24-8003-22

22 cm, 8 1/2"

FRAENKEL

24-8011.18

18 cm, 7"

REICHERT

24-8021.24

24 cm, 9 1/2"

JURASZ

18 cm, 7"

24-8015.01

Fig. 1

24-8015.02

Fig. 2

24-8015.03

Fig. 3

24-8015.04

Fig. 4
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FRAENKEL

24-8050.00

HUBER

24-8030.00

BRUENINGS

24-8031.20

20 cm, 8"

BRUENINGS

24-8032.20 20 cm, 8"

24-8032.30 30 cm, 12"

24-8032.40 40 cm, 16"

24-8032.50 50 cm, 20"

24-8032.60 60 cm, 24"

SEIFFERT

24-8052.00

FRAENKEL

24-8054.00

SCHEINMANN

24-8055.00

BRUENINGS

24-8058.02

24-8058.03

LANGE

24-8062.00

SCHUMACHER

24-8070.00

SCHEINMANN

24-8057.00

KRAUSE

BRUENINGS

24-8060.02

24-8060.03

24-8064.01

24-8064.02

CORDES

24-8072.01

24-8072.02

CORDES

24-8074.00

ROSENBERG

24-8076.00

KRAUSE

24-8066.00

CORDES

24-8068.01

24-8068.02

24-8068.03

24-8068.04
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24-8130.01

Fig. 1 Fig. 2 Fig. 3 Fig. 4 Fig. 5 Fig. 6 Fig. 7

24-8140.01

24-8150.01

24-8160.01

24-8130.02

24-8140.02

24-8150.02

24-8160.02

24-8130.03

24-8140.03

24-8150.03

24-8160.03

24-8130.04

24-8140.04

24-8150.04

24-8160.04

24-8130.05

24-8140.05

24-8150.05

24-8160.05

24-8130.06

24-8140.06

24-8150.06

24-8160.06

24-8130.07

24-8140.07

24-8150.07

24-8160.07

30 cm, 12"

40 cm, 16"

50 cm, 20"

60 cm, 24"

CHEVALIER-JACKSON

24-8170.08 Fig. 00 8 mm

24-8170.10 Fig. 0 10 mm

24-8170.12 Fig. 1 12 mm

24-8170.14 Fig. 2 14 mm

24-8170.16 Fig. 3 16 mm

24-8170.18 Fig. 4 18 mm

24-8170.20 Fig. 5 20 mm

24-8170.22 Fig. 6 22 mm

24-8170.24 Fig. 7 24 mm

24-8170.26 Fig. 8 26 mm

24-8170.28 Fig. 9 28 mm

24-8170.30 Fig. 10 10 mm

24-8172.08 Fig. 00 8 mm

24-8172.10 Fig. 0 10 mm

24-8172.12 Fig. 1 12 mm

24-8172.14 Fig. 2 14 mm

24-8172.16 Fig. 3 16 mm

24-8172.18 Fig. 4 18 mm

24-8172.20 Fig. 5 20 mm

24-8172.22 Fig. 6 22 mm

24-8172.24 Fig. 7 24 mm

24-8172.26 Fig. 8 26 mm

24-8172.28 Fig. 9 28 mm

24-8172.30 Fig. 10 10 mm 24-8174.12 24-8176.10


